
 
The Sound Module 

The sound module has 2 ‘slots’ in to which you can plug units from My Loco Sound 

These can be Steam or Diesel or one of each. In our example there is one of each. You need a separate 
speaker for each module.

To enable sound mode key in 99.  A short beep indicates sound mode, a long beep indicates Multiplex mode.

(Multilex mode is where you use one handheld to control up to 10 layouts.) 

Press D,7. The manufacturers default  settings will be loaded and several notching noises will be heard.

This only needs to be done when initially setting up the system.

 Button Functions 

The * button will increase the volume, the # button will decrease the volume.

The extra sound functions such as horns, whistles and station announcements are operated as follows

D1 Ch 1

D2 Ch 2

D3 Ch 3

D4 Ch 4

D5 Ch 5

D6 Ch 6

D7 default settings

D8 Alternatively, switches on either the steam model speaker or the diesel speaker but not both together.

D9 switches off the sound on both steam and diesel speakers

Pressing D8 switches sound back on to either steam loudspeaker or diesel loudspeaker.

Once you are happy with your recorded loco movements routine using B,  sound can be embedded in the 

routine with 112. (similar to adding signals with 130)

Press 112 and the routine will start and sounds will be recorded.

 All the above functions will be recorded in memory. If the sound level is adjusted up and down or whistles 
and horns are sounded and switching between steam and diesel is used, all this gets recorded.

Reducing the volume as the loco go into the distance is very effective.

 


